
  
 
 
 
 
 
 
 
 

                  

 
 

  

 
 
 

 

BZX584C2V4 THRU BZX584C43
Zener  Diodes

Breskdown voltage: 2.4-43 Volts     Peak pulse power: 150 mWal



ELECTRICAL CHARACTERISTICS (at TA=25 C unless otherwise noted)

BZX584C10 Z9 10 9.4 10.6 5 20 150 1.0 0.2 7.0 4.5 8.0 5 

BZX584C11 Y1 11 10.4 11.6 5 20 150 1.0 0.1 8.0 5.4 9.0 5 

BZX584C12 Y2 12 11.4 12.7 5 25 150 1.0 0.1 8.0 6.0 10.0 5 

BZX584C13 Y3 13 12.4 14.1 5 30 170 1.0 0.1 8.0 7.0 11.0 5 

Zener Voltage Range 
Maximum Zener 

Impedance 
Maximum 

Reverse Current 

Vz@Izt Izt 
Zzt 

@Izt 
Zzk 

@Izk 
Izk IR VR 

Typical 
Temperature 
coefficent @ 
IZTC=mV/℃ 

Test 
Current 

IZTC Device Marking 

Nom(V) Min(V) Max(V) mA

 

Ω mA

 

uA V Min Max

 

mA 

BZX584C15 Y4 15 13.8 15.6 5 30 200 1.0 0.1 10.5 9.2 13.0 5 

BZX584C16 Y5 16 15.3 17.1 5 40 200 1.0 0.1 11.2 10.4 14.0 5 

BZX584C18 Y6 18 16.8 19.1 5 45 225 1.0 0.1 12.6 12.4 16.0 5 

BZX584C20 Y7 20 18.8 21.2 5 55 225 1.0 0.1 14.0 14.4 18.0 5 

BZX584C22 Y8 22 20.8 23.3 5 55 250 1.0 0.1 15.4 16.4 20.0 5 

BZX584C24 Y9 24 22.8 25.6 5 70 250 1.0 0.1 16.8 18.4 22.0 5 

BZX584C27 Y10 27 25.1 28.9 2 80 300 0.5 0.1 18.9 21.4 25.3 2 

BZX584C30 Y11 30 28.0 32.0 2 80 300 0.5 0.1 21.0 24.4 29.4 2 

BZX584C33 Y12 33 31.0 35.0 2 80 325 0.5 0.1 23.1 27.4 33.4 2 

BZX584C36 Y13 36 34.0 38.0 2 90 350 0.5 0.1 25.2 30.4 37.4 2 

BZX584C39 Y14 39 37.0 41.0 2 130 350 0.5 0.1 27.3 33.4 41.2 2 

BZX584C43 Y15 43 40.0 46.0 2 100 700 1.0 0.1 32.0 10.0 12.0 5 
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RATINGS AND CHARACTERISTIC CURVES BZX584C2V4 THRU BZX584C43
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SOD-523

0.70

0.60

1.90-2.10

Unit:mm
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